. T g o R

Work Order Tracking (Tr) Page 1 of 1

Mork Order Tracking (Tr) Bulletins: (1) @ 6o T

Find Work Order A - "« Select Action - ?%J @f @ % %ﬁ? %é L:{;

List Work Order Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting

Work Order: 2123741 'METRO MOW ANNUAL SWITCH INSPECTION ) ‘ ;Mf‘

Classification: MTA\METRO
Classification Description: MTA - METRO
Asset: 1243418 & METRO MOW SWITCH 133A WABASH YD TRK 1 WEST f,}

Alias: WAB133A
Location: CMWABYARD X Chaln Marker Wabash Yard

Work Location: >
& Work Type: PM 12,
Status: APPR
Status Date: 10/17/15 07:12:51 AM
Reported By: MTACRON
Phone:

Reported Date: 10/12/15 04:15:31 AM [

On Behalf Of:
Consist; » §”a
2 (
Year:
Manufacturer: s
Model:
Serial #:
Type: FLEET "2}, Fleat Assets
Status: OPERATING Operating
Asset Condition:

Address Information

Service Address: g City:
Formatted Address: State/Province: A
Chrant Addenon: #
% MM*” o o

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=4471 &csrftoken=t3k3ugpcrv2s... 10/17/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard [JEECREMMNESEN WO# 2123741

Date: 10/17/15 Inspection Crew R. Nelson, J.Chase, M. Alchin
1locaon  |NNGBESHNAN 22 Standard Joints
2 Switch I.D. # - 133A Y R N/A
3 Facing Tralllng 23 Switch Plates
Y R N/A
Rail Points 24 Adjustable Braces
4 Point to Point 57 QY R N/A
5 Point Condition 25MNon-Adjustable Braces
SYR SY R
6 Point Throw, nothing less than 4 3/4 inches Switch Rod
N__ 47& R___H4H 26 Front Rod
7 Point Openi R N/A
s Yy 4 27%1 Rod (Basket Rod)
8 Fit Y R N/A
SYR 28 #2 Rod
9 General Condition of the Points gg Y R N/A
SYR 29#3 Rod _
Gage SY P@
10 Heel of S;/m&h | 47 30 #4 Rod ™=
a) Main géi S Y @
a) Turnout 31 Closure Rail
11 Gage ahead of Bend_ 224X S Y R N/A
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" é Y R N/A

12 Heel Spread i inﬁ\es Using a 62' cord
a) Turnout S= Up to 1" Max allowed Speed
a) Main 7 Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 d Block ties

( ?ﬁ( R
14 Condmon 34 Switch Adj

Adjustments
@Y R Yes éo 5
35 Lubrication
Bolts @ Dry
15 Loose @ N/A 36 Switch Target / Lamps—~
{ N/A )

16 Missing__ () N/A OK Missing

37 Latches
Rivets (Huck Bolts) Broken___Missing____
17 Loose N/A 38 Lpoks
18 Missing & & NA &k Broken___ Missing____
19 Cotter Pins missing @ N/A 39 Ggneral Condition
20 Jam Nuts Logse [2] N/A g
21 Washers @ Broken Missing 40 I@Yafed Joints

R

Remarks on Page 3
JBW/WEM Mod. 09-15-08




Frog Inspection Report/ Annual

Yard TR

Date: 10/17/15 Inspection Crew:

Page 20of 3

WO # 2123741

R. Nelson, J. Chase, M. Alchin

41 Location
42 Switch |.D. # ___| 133A
43 Facing Trajling
44 Frog Tread N Y R
R YR
45 Frog # lo
46 Frog Point Condition
YR
47 Condition of Frog
SYR
48 Surface of Frog
SYR

I's
49 Throat in Inches 0 /4
50 Flangeway Depth g
Flangeway Depth must not be less than 1 1/2"

Gage s !
=% Main Track - % /X
“Turnout Track____ £ /e 273
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N '%’ R ﬂ/;’ﬁ//

Guard Rail Gage nust byess than 54 3/8"
54 BacktoBack N A 4 R a{g’ %/
Back to Back must be less than 53 1/8"
54 Condition
A TR

55 Location of Guard Rail (Relation to Point)
—S—R

Guard Rail Clamps

56 Main Track
SR —

57 Turnout Track
SR—

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsaY
‘«wemarks on page 3

Turnout Ties
58 Condition
YR
Rail Movement
Y R
Tie Plates
60 Lead
YR

Gurad Rail Flangeway 7/
SYR N_76 R o

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

-SSR
63 Frog Plates

@Y R
Bolts

64 Loose
65 Missing /,

Rivets (Huck)
66 Loose & NA

67 Missing L/ N
68 Nuts Missing

DA,
69 Cotter P@ﬂssing CNIAD

70 Washer§ OK_Broken Missing

71 Hold Down Devices
Y R_N/A

72 Spring Housing
SY R@
73 perails
SYR

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

\beyond last long tie
Difference___
75 @Condiﬁon of Line thru entire turnout
Y R



Page 3 of 3

Date : _10/17/15 Yard: [INEEESH Switch # [433A1 wo# 2123741

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order Q v

List g Work Qrder Plans

Work Order
Classification
Classification Description
Asset

Alias

Location

Work Location:

# Work Type:

Status
Status Date

Reported By

Actuals

Page 1 of 1

Bulletins: (1) GoTi

@ w

Failure Reporting

S
LS

® b

Safety Plan

"~ Select Action 2

Activities Measurements Axle Configuration Related Records Log

. 2123749 METRO MOW ANNUAL SWITCH INSPECTION
: MTA\METRO
: MTA - METRO
1 1243420 2 METRO MOW SWITCH 133B WABASH YD TRK 2 WEST f:*
: WAB133B

: CMWABYARD 2> Chain Marker Wabash Yard
b2

PM o
: APPR
: 10/17/15 07:13:36 AM

: MTACRON

Phone:

Reported Date

o)

: 106/12/15 04:15:37 AM

On Behalf Of:

Consist:

sset Details

Year:
Manufacturer:
Modet:

Serial #:
Type: FLEET

Status: OPERATI

Asset Condition:

Address Information

Service Address:

Formatted Address:

Ctrant AAdAdracao:

>

. Fleat Assets

NG Operating

City:
State/Province:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=4471 &bsmoken#3k3ugpcw2s. . 10/17/2015



Switch Inspection Report/ Annual Page 1 of 3

Date: 10/17/15 Inspection Crew

1 Location
2 Switch I.D. # - 133k
3 Facing Trailin

Rail Points ,
4 Point to Point ﬂ ﬁ,
5 Point Condition .
SN R
oint Throvg, othing less than 4 3/4 inches
N___47% R___478B
7 Point Opening
N___ 2% R___.5 9;/9
8 Fit 7

(VR

9 @eral Condition of the Points
R

Gage

10 Heel of Switch
a) Main & é%
a) Tumout.__ S (/R ,
11 Gage ahead of Bend
Must not be iess than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches
a) Turnout

a) Main R

Stock Rail
13 Bend
R

14.Condition
Y R

Bolts
15 Loose. £ NA
16 Missing Z 2 N/A

Rivets (Huck Bolts
17 Loose N/A
18 Missing N/A

19 Cotter Pins missing N/A

20 Jam Nuts Loose N/A
21 Washers Broken Missing

Yard [iGCRERMICSN WO# 2123749

R. Nelson, J.Chase, M. Alchin

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 .Standard Joints
Y R N/A

23 Switch Plates
Y R N/A

24 Adjustable Braces
Y R N/A

on-Adj ble Braces
SYR

Switch Rods

26 Front Rod
Y R N/A

27 #1 Rod (Basket Rod)
Y R N/A

28 #2 Rod
Y R N/A

29 #3 Rod
Y
30 #4 Rod
SY R@
31 Closure Rail

§Y R NA
32 Surface of Switch
S/Y R N/A
sing a 62' cord
S= Up to 1" Max allowed Speed
Y=1" to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service

33 Head Block ties
(:};)Y R
34 Switch Adjustments

Yes
35 Lubrication
‘OK/ Dry
36 Switch Target / Lamps—)
OK Missing
37 Latches
Broken__ Missing
38 Locks
OK/ Broken__ Missing
39 General Condition
Y R
40 Insulated Joints
s




Frog Inspection Report/ Annual

Vard - RN

Date: 10/17/15 Inspection Crew:

WO # 2123749

R. Nelson, J. Chase, M. Alchin

41 Location
42 Switch I.D. #____

43 Facing Tra mg
44 Frog Tread N g YR
R YR

45 Frog # ( 0
46, krog Point Condition

YR
47 Condition of Frog

Y R

48 Surface of Frog
YR

49 Throat in Inches e /5/
50 Flangeway Depth =<

Flangeway Depth must not be less than 1 1/2"

Gage ‘5/
=4 Main Track f %fé
Turnout Track .3

Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N /()/ R34 4///
Guard Rail Gage nust ﬁyess than 54 3/8"
54 Back to Back S0 A’
Back to Back must be less than 53 1/8"
54 Condition
SR
55 Location of Guard Rail (Relation to Point)
SR
Guard Rail Clamps
56 Main Track
w87V R
57 Turnout Track
S YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

—cmarks on page 3

Turnout Ties
58 Condition
Y R
59"Rail Movement
YR
e Plates
60 Lead
YR
urad Rail Flangeway
SYR N_A/# R ’%f
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

PSR
63 Frog Plates
Y R

Bolts

64 Loose N/A
65 Missing A
Rivets (Huck)

66 Loose Z
67 Missing 2 NA
68 Nuts Missing £ NA

69 Cotter Pins Missing N/A
70 Washers &mken Missing_____
71 Hold Down Devices
R N/A
72 Spring Hg
SYR

73 Derails
SY R{N/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

-beyond last long tie
¢] Difference

75 Condition of Line thru entire turnout
Y R

o

Page 2 of 3



Page 3 of 3

Date : _ 10/17/18 Yard: [JNEEESH Switch # 433811 wo# 2123749

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by: 4



Work Order Tracking (Tr)

Work Oeder Tracking (Tv)

Find Work Order e

List | Work Order Plans

1

Work Order:
Classification:
Classification Description:
Asset:

Alias:
Location:

Work Location:
# Work Type:
Status:

Status Date:
Reported By:
Phone:

Reported Date:

On Behalf Of:
Consist:
Year:
Manufacturer:
Model:
Serial #
Type: FLEET

Status: OPERATING

Asset Condition:
Address Information

Service Address:

Formatted Address:

Cirmnnt Addrnoo:

»

Actuals

v Select Action

Activities Measurements

2132048

MTA \METRO
MTA - METRO
1243410 2#
WAB123

CMWABYARD 2> Chain Marker Wabash Yard

PM L
APPR

10/23/15 10:44:55 PM
MTACRON

10/19/15 04:13:51 AM

'_!, Fleet Assets

Operating

5

http://mtassets/maximo/ui/ ?event=loadapp&value=plustwo&uiseg‘sionidr-s 147 &csrftoken=1e048d84jql4... 10/23/2015

¥

Axle Configuration

'METRO MOW ANNUAL SWITCH INSPECTION

22

Related Records

METRO MOW SWITCH 123 WABASH YD Trk 11 EAST ¢

fol

B L

Safety Plan

City:

State/Province:

@ Page lofl

Builetins: (1) 2z Go T
8 L
Log Failure Reporting



Switch Inspection Report/ Annual

Yard |[iNGCREINIESE] WO# 2132048

12 Heel Spread in Inches

a) Turnout Z
ayMain__ & 27§
Stock Rail
13 Bend
Y R
14 Condition
Y R
Bolts
15 Loose__ L~ L NA
16 Missing__/ LN/A

Rivets (Huck Bolts)
17 Loose N/A

18 Missing___ L~ N/A s

21 Washers Broken Missing

19 Cotter Pins missing AN/A
20 Jam Nut@ N/A

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Date: 104415 Inspection Crew 4/ S E ol s o " J.Chase,!
1 Location_____— 22 Standard Joints
2 Switch I.D. # a2sl R N/A
3 Facing Trailing 23 Switch Plates
R N/A
Rail Points 24 Adjustable Braces
4 Pointto Point £/ Fg R N/A
5 Point Condition 25 Non-Adjustable Braces
Y R SY R@
6 Point Throw, nothing less than 4 3/4 inches Switch Rods
N S R /V/ ca 26 ont Rod
7 Point Opening X R N/A
N__ 77 R /%//% 27 #1.Rod (Basket Rod)
8Fit ' 7SN R NA
R 28#2 Rod
9 General Condition of the Points SY m
(SX R 2843 Rag
Gage ﬁ/’ﬁ\
10 Heel of Switch 30#4 Rod o
a) Main__s$s 7'¢ S Y RWA )
a) Turnout_5¢ %2/~ 31 osure Rail
11 Gage ahead of Bend__5¢ /2 - 7 8)Y R NA
Must not be less than 56 inches or 32 Sm:face of Switch
more than 57 inches for "S" “(SX R NA

Using a 62" cord

S= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

~CSXYR

gt

" 34 Switch Adjustments

Yes( NG~

35 Lubri ation

36 Sw:tch Target / Lamps
OK Mlssmg

37 Latche
AOK. roken Missing

38 },9 G
/QK/ Broken _ Missing
39 neral Condition

(rS
40(julated Joints

-

'S)Y R

Page 1 of 3



- Frog Inspection Report/ Annual

Yod NEGHNNEN &~ Wo#

Date: 10/414/15

Inspection Crew:

Page 2 of 3

2132048

J. Chase,

41 Location
42 Switch I.D. #

43 Facing Trajling /

44 Frog Tread N
R

45 Frog # Q

46 Frog Point Condition
Y R
47 Condition of Frog

¥
49 Throat in Inches a? /4 Gl
50 Flangeway Depth P
Flangeway Depth must not be less than 1 1/2"

Gage /
~~*.Main Track ST/

Turnout Track___57% &/~
Gage must not be less than 56" any Class

Guard Rails

53 Guard Rail Gage N /'//‘7 R CH
Guard Rail Gage nust be !ess an 54 3/8%

54 BacktoBack N_/2/*F R _s//%
Back to Back must be Iess than 53 1/8"

54 Condition
R
5 ation of Guard Rail (Relation to Point)

R
f':‘uard Rail Clamps
ain Track
Y R
57 Turnout Track

s’)R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class 2andgetsa Y

1. ¢marks on page 3

Turnout Ties
58 ondmon
78
5 il Movement
7SN R
Tie Plates
60 Lead
: Y R
61Gurad Rail Flange
SYR N_& /f/“ R /ﬂ’//f/
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

Y R
63 Erog Plates

Z5Y R
Bolts /
64 Loose N/A
65 Missing L~ NA
Rivets (Huck)
66 Loose //,. N/A
67 Missing 2" NIA
68 Nuts Missing L~ _NIA

69 Cotter Pins Missing £~ NIA

70 Washer{/_ K roken Missing

71 Hold Down Devices
Y R N/A
72 Spring Housing
SYR
73 Derails
SYREED

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
5&' beyond last long tie

OK ) Difference

75’,(:) ndition of Line thru entire turnout
7S/Y R



Page 3 of 3
Remarks

Date : _ 10/26/15 Yard: |NNEEESH Switch # 42310

2132048

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Revie

<

4 ] |9 -



Work Order Tracking (Tr)

~Rork Order Tracking (Tr)

Find Work Order [

Work Order Plans

List

Work QOrder:
Classification:
Classification Description:
Asset:

Alias:
Location:

Work Location:
# Work Type:
Status:

Status Date:
Reported By:
Phone:
Reported Date:
On Behalf Of.

Consist:

Year:
Manufacturer;
Model:

Serial #:

Type: FLEET

Status: OPERATING

Asset Condition:

Address Information

Service Address:

Formatted Address:

Qirrad Ardenon:

Actuals

®s
ﬁgf

~ Select Action ) o r@

Activities Measurements Axle Configuration Related Records Safety Plan

et

2132052 IMETRO MOW ANNUAL SWITCH INSPECTION i

MTA \METRO 2>

MTA - METRO

Jet

1243424 2% METRO MOW SWITCH 143 WABASH YD TRK 6 WEST i
WAB143

CMWABYARD 2> Chain Marker Wabash Yard it

g ik
PM )

APPR

10/28/15 10:45:21 PM

MTACRON 5

(52

'

10/19/15 04:13:53 AM

e
2 e

'_: Fleet Assets

Operating

City:

State/Province:

P il

]

s

o

Page 1 of 1

Bulletins: (1) s Go Tt

¢

S L

s

Log Failure Reporting

http://mtassets/maximo/ui/7event=loadapp&value=plustwo&uisessionid=5147&csrftoken=1e048d84jql4... 10/23/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard — wo# 2132052

Date: 10(76/15 Inspection Crew

LS. J.Chase,

1 Location
2 Switch I.D. # 43

3 Facing \/ Trailing

Rail Points
4 Pointto Point sX2/%
5 Point Condition

YR

6 Point Throw, nothing less than 4 3/4 inches

N 9[-y?/ R A L

7 Point Opening ‘ 7
N_ L R A

8 Fit d 4
SYR

9 General Condition of the Points
SYR

Gage
10 Heel of Switch

a) Main ;‘76 Y o
a) Tumout_%.. 2 &

11 Gage ahead of Bend_$ ¢ >¢/
Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in Inches

a) Turnout
a) Main

Stock Rail

13 Bend

,@5\( R
14.Condition

%}v R

Bolts
15 Loose_ /A
16 Missing N/A

Rivets (Huck Bolts)
17 Loose ~N/A

18 M|ssmg N/A
19 Cotter Pins mlssmg NIA

20 Jam Nuts N/A
21 Washers' 6K Broken_____ Missing

Remarks on Page
JBW/WEM Mod. 09-15-08

22 Standard Joints

S R N/A
23 Switch Plates
R N/A

24 Adjustable Braces
/ R N/A
2 Non-A;j&atzﬁ Braces
/

SY
Switch Rods
26 Front Rod
R N/A
27 #1 Rod (Basket Rod)
ASX R NA
28 #2 Rod
S Y RWMA/
29 #3 Rod -
S Y R/NI
30#4 Rod _—
SY
31 Closure Rail
R N/A
32 Surface of Switch
Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
AC8X R
34 Switch Adjustments
Yed-No
35 Lubrication
AOR Dry
‘36 Switch Target / Lamps -
OK Missing
3; : es
Broken____Missing___

38 s
< OK/Broken___ Missing____
39 General Condition

Y R
40 In Iated Joints

&



P Frog Inspection Report/ Annual

vard | wo 2132082
Inspection Crew: 4, j7:/Fzfe5ae" °

Page 2 of 3

J. Chase,

Date: 10/7¢/15

41 Location

42 Switch I.D. # ___ | 143

43 Facing__ /" Tra Ilng

44 Frog Tread N gv R
R ¥ R

45 Frog #

46 Frog Point Condition

TR

/@i? dition of Frog

R

48 @{(face of Frog
R

),,.

49 Throat in Inches :7?/‘ .

50 Flangeway Depth -
Flangeway Depth must not be less than 1 1/2"

Gage '
~* Main Track SL

/Turnout Track__ 5% Yz

Gage must not be less than 56" any Class

Guard Rails '

53 Guard Rail Gage N_#4/#" R 27
Guard Rail Gage nust be less than 54° /g -

54 BacktoBack N_»22 .7 R _/Z Z _::-'-'“
Back to Back must beless than 53 4/8"

54 Condition
R
5 ation of Guard Rail (Relation to Point)

A R

Guard Rail Clamps
56 Main Track
79Y R

57 Turnout Track
SV R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y
isemarks on page 3

Turnout Ties
58 Condition

’ ail Movement

SR
Tig Plates

60 ead
/"S
urad Rail Flangeway P

s YR N R_/Z,
Guard Rail Flangeway can be Iess than 1-1/2"

62 Guard Rail Plates
e
63 Frog Plates
g

Bolts /
64 Loose _N/A

65 Missing L~ NA
Rivets (Huck)
66 Loose £ /”// N/A
67 Missing L~ ~ NIA
68 Nuts Missing L=~ NIA
69 Cotter Pins Missing /=" NIA
70 Washers L&%Broken Missing____
71 Hold Down Devices
Y R N/A
Spring ing
SYFR

73 Derails
S YR /

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

' beyond last long tie
Difference
75@)ndiﬁon of Line thru entire turnout
Y R



Page 3 0f 3
Remarks

Date : _ 10/2415 Yard: [NEEESH Switch # 144371 wo# 2132052

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks

S All items inspected are in compliance

Y Attention needed

)
R Immediate attention required or Out of Service Reviewed

i/
L




Work Order Tracking (Tr)

”qu Order Tracking (Tr)

Find Work Order e ~ Select Action < il
List [ Work Orderu z Plans Actuals Activities Measurements Axle Configuration
Work Order: 2132082 ‘METRO MOW ANNUAL SWITCH INSPECTION
Classification: MTA \ METRO &
Classification Description: MTA - METRO
Asset: 1243423 X# METRO MOW SWITCH 141 WABASH YD TRK 5 WEST
Alias: WAB141
Location: CMWABYARD 2x Chain Marker Wabash Yard
Work Location: g
% Work Type: PM iy
Status: APPR

Status Date:
Reported By:
Phone:

Reported Date:

On Behalf Of:
Consist:
sisset Details
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET

Status: OPERATING

Asset Condition:
Address information

Service Address:

Formatted Address:

Qirmant Addraon:

10/23/15 10:45:45 PM

MTACRON oS
10M9/15 04:13:58 AM [T,

pg

X2

2 b

‘! Fleet Assets

Operating

1
R

& @& %o L

Related Records

Page 1 of 1

&

Bulieting: (1)

# Go T

Safety Plan Log Failure Reporting

-
-7

City:

State/Province: =S

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=5147&csrftoken=1e048d84jql4... 10/23/2015



Switch Inspection Report/ Annual

Date: 10/74/15

1 Location
2 Switch I.D. # R G
3 Facing \/ Trailing

Rail Points o

4 Pointto Point </ 2

5 Point Condition

@Y R

6 Point Throw, nothing less than 4 3/4 inches

N__LYS R_at
7 Pomt Op‘;mg _,//&/{
8 & ‘

R

neral Condition of the Points

3/Y R
Gage
10 Heel of Switch
a)Main___S% }2—
a) Tumout__5& VY )
11 Gage ahead of Bend ' 7;';»’

Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches

a) Turnout Q?;
a) Main é 4?/

Stock Rail

13.Bend
Y R

14.Condition
Y R

Bolts
15 Loose / NIA
16 Missing N/A

Rivets (Huck Bo

17 Loose

18 Missing N/A

19 Cotter Pins mlssmg N/A

20 Jam Nuts ¥  NA

21 Washers OK Broken Missing

Yard [iGCREOMIOSHN WO# 2132062

inspection Crew %j}ffﬂ[—’ﬂﬁ,& J. Chase,

Page 1 of 3

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 ndard Joints
S R N/A

23 Switch Plates
/83 R NiA
24 Adjustable Braces
7 R N/A
25 Non-Adjustable Braces
S Y R(NA
Switch Rods
26 Front Rod
, R N/A
27 #1 Rod (Basket Rod)
7S YR N/A
28#2 Rod ..
SY R@/A \)
29 #3 Rod .
S Y RN/
30 #4 Rod

AL

S R N/A

g Surface of Switch

R N/A
Using a 62" cord

S= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2" to 1 3/4" 12 MPH

Greater than 1 3/4" = Qut of Service

33 Head Block ties

(_§)( R

34 Switch Adjustments
Yeg’\'ﬁo

35 Lubncatlon

36 SW|tch Target / Lamps

OK Missing _C’@T_A—j

37 Latches
#OK~Broken___Missing

38 Locks
OK* Broken___Missing

39\'éeneral Condition
S Y R

40 Insulated Joints
5 R



Frog Inspection Report/ Annual Page 2 of 3

Yard — WO # 2132062
Date: 104415 Inspection Crew: /) //#7 con ,J. Chase,
41 Location Turnout Ties
42 Switch |.D. # ___ 444 58 Condition
43 Facing__ " Trailin éY R
44 Frog Tread N (é' Y R 59 Rail Movement
R {SYR & R
45 Frog # Tie Plates
46 Frog Point Condition 60 Lead
SYR R
47 Condition of Frog 61Gurad Rail Flangeway e
S YR SYR Neygst R
48 Surface of Frog Guard Rail Flangeway can be less than 1-1/2"
S Y R 62 Guard Rail Plates

Z
49 Throat in Inches 2\/{(
50 Flangeway Depth A
Flangeway Depth must not be less than 1 1/2"

Gage s
Main Track Se Vg/
«e Turnout Track___ 5 7
Gage must not be less than 56" any Class

Guard Rails -

53 Guard Rail Gage N A/ R 4% fi"
Guard Rail Gage nust be less than 54 3/8)

54 BacktoBack N_ 427447 R 2/ ¢
Back to Back must be Iéss than 53 1/8"

54 Sondition
Y R
Location of Guard Rail (Relation to Point)

SYR

Guard Rail Clamps
S%am Track

57 Turnout Track
Y R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class 2andgetsa Y

remarks on page 3

65 Missing L NA
Rivets (Huck)

66 Loose / N/A
67 Missing = NIA
68 Nuts Missing L—"_ NIA

69 Cotter Ping.Missing _Z—_ N/A
70 Washers Broken Missing
ld Down Devices
R N/A

72 Sprin ing
S Y R-N/A

73 Derails
s Y
74 Maximum difference in any 31' in Cross

Level on the siding from the Frog Point to
50’ beyond last long tie

Difference

75 Condition of Line thru entire turnout
SN R



Page 3 0* 3
Remarks

Date : _ 10/74/15 Yard: [JNEBEEH Switch # 14101 wo# 2132062

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Afttention needed

R Immediate attention required or Out of Service




e Ed - o

Work Order Tracking (Tr) 4 Page 1 of 1
o,

=

[z ‘z, £
‘Nork Order Tracking (Tr) Bulletins: (1) GoTi
Find Work Order o ~ Select Action - n g @D % =1 i

List Work Order [] Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan - Log Failure Reporting
Work Order: 2075616 METRO MOW ANNUAL SWITCH INSPECTION (4

Classification: MTA \METRO
Classification Description: MTA - METRO
Asset: 1243414 ## METRO MOW SWITCH 127B WABASH YD TRK 2 EAST L:L

Alias: WAB127B

Location: CMWABYARD % Chain Marker Wabash Yard i}
Work Location: g 4
% Work Type: PM JacH

Status: APPR
Status Date: 09/09/15 06:38:38 AM

Reported By: MTACRON

Phone:
Reported Date: 09/07/15 04:12:40 AM (51 ~
Vg
On Behalf Of:
Consist: p &1
Asset Details = 4
Year:
Manufacturer: e
Model:
Serial #
Type: FLEET '_4 Fleet Asseis
Status: OPERATING - Operating
Asset Condition:
Address Information
Service Address: ) £l City:
Formatted Address: State/Province;

Qirnnt AdAdracna:

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=490&csrftoken=toll0jfbdp2fit5p6... 9/9/2015



Date: ?//p{/ﬁf ]

Switch Inspection Report/ Annual Page 1 of 3

Yard _ WO# 2075616

2. /.
Inspection Crew / 3/ & E7 L0 A L,( 77 50 ,/,’.{{,{(g,()

1 Location
2 Switch I.D. # 7B
3 Facing Trailing

Rail Points L
4 Pointto Point 4 /2%
5 Point Condition
YR
6 Point Throw, nothing less than 4 3/4 inches
N R vl
7 Point Opening _,
N R___ 425
8 Fit ’
’ R
9 General Condition of the Points
(/S,){ R
Gage
10 Heel of Switch r
a) Main___ =75 f &
a) Turnout___ 7~ o/
11 Gage ahead of Bend_ 2/ 7
Must not be less than 56 mches or
more than 57 inches for "S"
12 Heel Spread in lpches
a) Turnout é 22

a) Main__ 2> ¢
Stock Rail
13 Bend

’SY R
14 Condition
SV R
Bolts
15 Loose__C > NIA
16 Missing_/~ D N/A
Rivets (Huck Bolts)

17 Loose, :‘ ‘ N/A

18 Missing__ ¢ N/A .

19 Cotter Pins mlssmg (" NIA
20 Jam Nuts Loose ﬂ—" N/A

21 Washerg-OK-> Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
Y R N/A
23 Switch Plates
Y R N/A
24 Adjustable Braces
Y R N/A
25 Non-Adju le Braces
SYR

Switch Rods

26 Front Rod
Y R N/A
27 #1 Rod (Basket Rod)
R N/A
28 #2 Rod
(SY R NIA
29#3Rod |
S Y RCNA)
30#4 Rod
SYR
31 Closure Rail
(SOY R N/A
32 Surface of Switch
CSY R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
(&Y R
34 Swstch Adjustments
Yes No
35 Lubncahon
0K~ Dry
36 Switch Target / Lamps
OK Missing ( N/A
37 Latches
@K Broken___Missing__
38 Locks
({OK ™Broken___Missing
39 General Condition
R
40 Insulated Joints

7Y R




Frog Inspection Report/ Annual

Yard — WO # 2075616
Date: Ptz s i Inspection Crew: / ,a/, 2D (;,/’f‘ { ) 22¢@ A e Leow
, _ — e—
41 Location Turnout Ties
42 Switch I.D. #____© 58 Condition
43 Facing Traslmg X R
44 Frog Tread N (SY R 59 Rail Movement
R /SXYR DY R

L

45 Frog # f;
46 Frog Point Condition
Y R
47 Condition of Frog
7S R
4§§urface of Frog
($’Y R

49 Throat in Inches e //:s

50 Flangeway Depth_____~ /<
Flangeway Depth must not be less than 1 1/2"

Gage z
=4 Main Track / A/‘}/ 5/
Turnout Track_____ £, /};f/ﬁ
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N__.>. 5 /9R__ . >
Guard Rail Gage nust be !e2§ than Si)"alp"
54 BacktoBack N 4
Back to Back must be Iess than 53 1/8"
54 Condition
SR
55 Location of Guard Rail (Relation to Paint)
S YR
Guard Rail Clamps
56 Main Track
S NCRe
57 Turnout Track
—E5HR—

7

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

..~.marks on page 3

o> f,t‘./ Lol y e

Tie Plates

60 Lead

é)’ R
1Gurad Rail Flangeyay
SYR-N_#4% R A
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

S YR
63 Frog Plates

S¥Y R

Bolts
64 Loose <2 NA
65 Missing o NA

Rivets {(Huck)
66 Loose D NJA

67 Missing <D NIA
68 Nuts Missing O NIA

69 Cotter Pins Missing CNIA O
70 Washers”OK_Broken Missing

71 Hold Down Devices
R N/A
72 Spring Housmg
SYRHNAD

' 73 Derails

SYR®N

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

QK>  Difference

75 Condition of Line thru entire turnout
COY R

Page 2 of 3



Page 3 of 3

/. Remarks -
Date : ;4; 45 Yard: [SSESSH Switch # 278 2075616

All rules comply with the MTA Field Guide for Track Inspections updated April 2008
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service




Work Order Tracking (Tr) Page 1 of 1
Hork Order Tracking (Tr) Bullatins: (1) 7 Go Tt
Find Work Order e Y select Action B & e L ool gé&% i

List Work QOrder 7 Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2075612 METRO MOW ANNUAL SWITCH INSPECTION e
Classification: MTA\METRO 2
Classification Description: MTA - METRO
Asgset: 1243411 % METRO MOW SWITCH 125A WABASH YD TRK 1 EAST l\_:l
Alias: WAB125A
Location: CMWABYARD 2> Chain Marker Wabash Yard -
Work Location: g it
# Work Type: PM )
Status: APPR -

Status Date:
Reported By:
Phone:

Reported Date:

On Behaif Of:
Consist:
~Asset Details
Year:
Manufacturer:
Model:
Serial #:
Type: FLEET

Status: OPERATING

Agset Condition:

Address information

Service Address:

Formatted Address:

CQhennt Arddrace:

09/09/15 06:37:37 AM

MTACRON

00/07/15 04:12:37 A [5%,

1, FleetAssets

QOperating

2

(.4 City:

State/Province: o

http://mtassets/maximo/ui/ ?event=loadapp&value=plustwo&uisessionid¥490&csrﬁoken=tollo ifbdp2£it5p6... 9/9/2015



Switch Inspection Report/ Annual Page 1 of 3

Yard [SCRIEIESS WO# 2075612

Date: 2//’}’7//5/ Inspection Crew /(@/(/ng /,1;,7 ré /( /o S Y
1 Location 22 Standard Joints
2 Switch I.D. # | 7Y R NIA
3 Facing Trailing 23 Switch Plates
37 Y R N/A
Rail Poinis

4Pointto Point .5 UF¥
5 Point Condition

24 Adjustable Braces
R N/A

25 Non-Adjustable Braces

Y R Y RANIA D
Point Throw, nothing less than 4 3/4 inches Switch Rods
N R oA 26 Front Rod
7 Point Opening = Y R N/A
N R o> 27 #1 Rod (Basket Rod)
8 Eit Y R N/A
(8YR 28 #2 Rod
9 General Condition of the Points R N/A
YR 29 #3 Rod
Gage S YR
10 Heel of Switct 30 #4 Rod
a) Main (/25 s Y RAUAD
a) Turnout é/ 31 Closure Rail
11 Gage ahead of Bend_. =//éa (&Y R N/A
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" R N/A

12 Heel Spread in Inches
a) Turnout_ 5 4.7

a) Main .)E Zo Z/éa

Using a 62' cord

S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH

Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33H Block ties
@AY R (@jﬁ R
14 Condition 34 Switch Adjustments
Y R Yesc,ﬂ’g?J
35 ication
Bolts Dry
15 Loose___ S N/A 36 Switch Target / Lamps-.._
16 Missing__C>_N/A OK Missing___( N/A )
37 Latches
Rivets (Huck Bolts) “OK-~Broken___Missing___
17 Loose___ /2 NIA 38 Locks

18 Missing__ 7 N/IA
19 Cotter Pins missing 2 NIA

C_OK Broken ___Missing____
39 General Condition

20 Jam Nuts Loose O NIA CSYR
21 Washer@ Broken Missing 40 Insulated Joints
S)Y R

Remarks on Page 3
JBW/WEM Mod. 09-15-08




Frog Inspection Report/ Annual

varo ETREGKISERSS
g i 4 /- : PPt 4 ;/
f"’&’?)/x/d&(?& { LT (E /(//’ (Vo)

WO # 2075612

Date: %7//)/ " Inspection Crew: /’f;
7/ -

41 Location
42 Switch I.D. #____| 425
43 Facing Trailing
44 Frog Tread N C(g;'))/ R
R YR
45 Frog # [;
46 Frog Point Condition
(SN R
47 Condition of Frog
YR
48 Surface of Frog
YR

49 Throatin Inches____ =272
50 Flangeway Depth___ —57./%/
Flangeway Depth must not be less than 1 1/2"

Gage -
=+ Main Track___. £/ 4

Turnout Track__, 5 /& 25

Gage must not be less than 56" any Class

Guard Rails x4
53 Guard Rail Gage N R__.4.5/8
Guard Rail Gage nust/ty/ess than 54 "y

54 BacktoBack N 4 R Zi
Back to Back must be less than 53 1/8"
54 Condition
SR
55 Location of Guard Rail (Relation to Paint)
—_—SR—
Guard Rail Clamps
56 Main Track
S YR
57 Turnout Track
SR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2” Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4” downgrade to

Class 2andgetsa Y

+.cmarks on page 3

Turnout Ties

58 Condition
( él R

59 Rail Movement
; R

Tie Plates

GO/Lgad

LY R

81Gurad Rail Flangeway 4
—S§YR—N_"%% R %

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

<S YR —

63 Frog Plates
Y R

Bolts
64 Loose - N/A
65 Missing L= N/A
Rivets (Huck) o
66 Loose = N/A
67 Missing < N/A
68 Nuts Missing e N/A

69 Cotter Pins Missing (N/IA™;
70 Washers”OK_Broken Missing

71 Hold Down Devices
78X R NIA
72 Spring Housing
S Y RAWA D
73 Derails_ .
S Y RONIA'

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

"(OK' D Difference

75 gondition of Line thru entire turnout
(SXR

Page 2 of 3



Page 3 of 3
Remarks

Yard: [INEEESH Switch # [N425A0

Date :

2075612

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




e ¥

Work Order Tracking (Tr) e Page 1 of 1
C
ork Order Tracking {Tr) Bulletins: (1) » Go T
Find Work Order L ow ~ Select Action - = @ ER L‘,@
List Wofk Order % Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2076620 IMETRO MOW ANNUAL SWITCH INSPECTION i
Classification: MTA\METRO 2
Classification Description: MTA - METRO
Asset: 1243412 2% METRO MOW SWITCH 125B WABASH YD TRK 2 EAST L:L
Alias: WAB125B
Location: CMWABYARD 2> Chain Marker Wabash Yard s‘_:}
Work Location: » R
# Work Type: PM n
Status: APPR
Status Date: 09/08/15 06:40:32 AM
Reported By: MTACRON by
Phone:
Reported Date: 09/07/15 04;12:43 AM E'?l
On Behalf Of: g
Consist: 2 it
=«
Year:
Manufacturer: = -
Model: ey
Serial #:
Type: FLEET 1.2, Fleet Assets
Status: OPERATING QOperating
Asset Condition:
Address Information
Service Address: P> 3 City:
Formatted Address: State/Province: 3
Ctrnnt Addrmco: o]

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=490&csrftoken=tol10jfbdp2fit5p6... 9/9/2015



Switch Inspection Report/ Annual

vard [FEEREEESEN wor 2075620

et ’?/,::—3—%/ Inspection Crew (517;/%?/ wod (re Al Lo
1 Location 22 Standard Joints
2 Switch 1.D. # (&X R N/A
3 Facing Trailing 23 Switch Plates
R N/A
Rail Points _ 24 Adjustable Braces
4 Point to Point , SOFK CEX R NA
5 Point Condition 25 Non-Adj le Braces
R SY R@

6 Point Throvg, othing less than 4 3/4 inches Switch Rods

N___ .5 /fé‘ R 26 Front Rod
7 Point Opening Y R NIA

N R 27 #1 Rod (Basket Rod)
8 Fit ﬁ Y R NA

R 28 #2 Rod
9 General Condition of the Points N R N/A
Y R 29 #3 Rod

Gage SY
10 Heel of Switch 30#4 Rod

a)Main__22/% S Y RAAD

a) Turnout S5 8 31 Closure Rail
11 Gage ahead of Bend e /_’f-? SY R NA

Must not be less than 56 inches or 32 Surface of Switch

more than 57 inches for "S" R N/A

12 Heel Spread in Inches
a) Turnout % 2/2
a) Main

Stock Rail
13 Bend

Y R
14 Condition

R

Bolts
15 Loose___ 2> NIA
16 Missing__ 72 N/A
Rivets (Huck Bolts)
17 Loose Z7 __NIA

18 Missing__ <> N/A
19 Cotter Pins missing__Z>__N/A
20 Jam Nuts Loose o NA

21 Washers@i) Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

Using a 62' cord

S= Up to 1" Max allowed Speed

Y=1"to 1 1/2" 40 MPH

R=11/2"to1 3/4" 12 MPH

Greater than 1 3/4" = Out of Service
33 Head Block ties

Y R

34 Switch Adjustments

Yes
35 Lubrication

Dry

36 Switch Target / Lamps

OK Missing (NIA™
37 Latches

Broken___ Missing

38 Locks

¢ OK ~Broken___Missing
39 General Condition
&Y R
40 Insulated Joints
R

Page 1 of 3



Frog Inspection Report/ Annual

Yard ECREEEESE WO # 2075620
Date: (74:7 e Inspection Crew: /=20 L oped . [ /2K & AL o
a4 o
41 Location Turnout Ties
42 Switch I.D. # \Lf@ 58 Condition
43Facing__ Trailing R
44 Frog Tread N @ 59 Rail Movement
R @ S'Y R
45 Frog # (o Tie Plates
46 Frog Point Condition 604I,‘ead
Y R <§S/Y R
47 Condition of Frog 61Gurad Rail Flangeway /
X R SR NP R a0

48 Surface of Frog
5V R

49 Throat in Inches e % e
50 Flangeway Depth_____ /4
Flangeway Depth must not be less than 1 1/2"

Gage .. //
=4 Main Track ; d ff
/Turnout Track___ . 5 /5 2=/

Gage must not be less than 56" any Class

Guard Rails — 5
53 Guard Rail Gage N 53 R 28

Guard Rail Gage nust s than 54/
54 Back to Back /M
Back to Back must be less than 53 1/8"
54 Condition
SR
55 Location of Guard Rail (Relation to Point)
SR

Guard Rail Clamps
56 Main Track

57 Turnout Track
SR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsa Y

s«emarks on page 3

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

=S¥ R
63 Frog Plates

7Y R

Bolts

64 Loose <’ NIA
65 Missing [y N/A
Rivets (Huck)

66 Loose y?) N/A
67 Missing o N/A
68 Nuts Missing |, N/A
69 Cotter Pins Missing NAD

70 Washers (OK/Broken Missing

71 Hold Down Devices
Y R NIA
72 Spring Housing
S Y R(L
73 Derails_..__
S Y R(NIA )

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50’ beyond last long tie

OK> Difference

75,(;%1}dition of Line thru entire turnout

Page 2 of 3



Page 3 of 3
Remarks

4 ‘/ ; o
Date : <72/ /4 Yard: [NEHESH Switch # 425
i e .

WO # 2075620

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed/by:




Work Order Tracking (Tr) Page 1 of 1

Nork Order Tracking (Tr) Bulletins: (1) » GO Tl

Find Work Order e < Select Action o & @@ L g0
List § Work Orde;“! Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
Work Order: 2075646 IMETRO MOW ANNUAL SWITCH INSPECTION T
Classification: MTA \METRO 2
Classification Description: MTA - METRO
Asset: 1243413 2# METRO MOW SWITCH 127A WABASH YD TRK 1 EAST L:}
Alias: WAB127A
Location: CMWABYARD 2 Chain Marker Wabash Yard %.:}
Work Location: » il
% Work Type: PM g
Status: APPR
Status Date: 08/09/15 08:41:43 AM
Reported By: MTACRON
Phone:
Reported Date; 08/07/15 04:13:12AM [
On Behalif Of: FF
Consist: > 1
G ' Asset Details &3 ¢
Year:
Manufacturer: P L,;é
Modet: v
Serial #:
Type: FLEET ', Fleet Assets
Status: OPERATING Operating
Asset Condition:
Address information
Service Address: >g it City:
Formatted Address: State/Province: s
2

Qirnmt Addrmon: A

http://mtassets/maximo/ui/?event=loadapp& value=plustwoduisessionid=490&csrftoken=toll0jfbdp2fit5p6... 9/9/2015



Switch Inspection Report/ Annual Page 1 of 3

S
Date: AT

1 Location
2 Switch I.D. # : A
3 Facing Trallmg

Rail Points oy

4 Point to Point , ,__,"/

5 Point Condition
S

6 Point Throw, nothing less than 4 3/4 inches
N Ry f R

7 Point Openlng

N // v i ’/ R
8 Fit
(YR
9 General Condition of the Points
Y R
Gage

10 Heel of Switch
a) Main___52../% /
a) Turnout___ 54 .

11 Gage ahead of Bend P é?_/ﬁ

Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in Inches
a) Turnout C; ;',,?

a) Main Zc/ 78

Stock Rail

13 Bend

YR

14 Condition
S/Y R

Bolts 4
15 Loose - N/A
16 Missing__ (> N/A

Rivets (Huck Bolts)
17 Loose_____ & N/A

18 Missing___ & _NIA
19 Cotter Pins missing___ > N/A

20 Jam Nuts Loose ¢ N/A
21 Washers@:iﬁ ) Broken Missing

vard [ECRIEESEE wo# 2075646

7 o, 7
Inspection Crew /:/\/t /‘:’/'}14/,;%‘5’0‘./!" s ') AL LD C
7

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
AOY R NIA
23 Switch Plates
R N/A
24 Adjustable Braces
Y R N/A
25 Non-Adjustable Braces
S Y RN/
Switch Rods
26 Front Rod
R N/A
27 #1 Rod (Basket Rod)
Y R NA
28 #2 Rod
Y R N/A
29 #3 Rod
S Y RAIAD
30#4 Rod
S Y RAVAD
31 Closure Rail
SY R NA
32 Surface of Switch
Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
YR
34 Switch Adjustments
Yes @
35 Lubrication
Dry
36 Switch Target / Lamps
OK Missing___ CN/AJ
37 Latches
¢BKD Broken___Missing
38 Locks
<OKD Broken___ Missing

39 General Condition
@AY R
40 Insulated Joints
s f )R




Frog Inspection Report/ Annual

Yard | EEESE

Inspection Crew:

Page 2 of 3

WO # 2075646

A o S ~)

Date: P/ /os”
yaar4

41 Location

42 Switch 1.D. #___ | 127A |

43 Facing__ Trallmg

44 FrogTread N (¢SXY R
R G&SYR

45 Frog#__ [
46 Frog Point Condition
S gy R
47 Condition of Frog
(S’Y R
48 Surface of Frog
(SYR

49 Throat in Inches 8
50 Flangeway Depth Y
Flangeway Depth must not be less than 1 1/2"

Gage
““Main Track____ 57/ 74
. Turnout Track Sl 2B
Gage must not be less fhan 56" any Class

Guard Rails b Yy /
53 Guard Rail Gage N__.25.5 /2 R 7%

Guard Rail Gage nust be less than 54 ;’,I il
54 BacktoBack N ",(7% R
Back to Back must be less than 53 118"
54 Condition
S¥R-
55 Location of Guard Rail (Relation to Point)
Guard Rail Clamps
56 Main Track
SR
57 Turnout Track
“SVR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsayY
isxemarks on page 3

/ ~ 2 P / Y ) =2/ ¥ ) - ~ Ao ; 1
LN Ba, (( LREE LS D A RS A
7 g 3 -
7

Turnout Ties
58 Condition
Y R
Rail Movement
Y R
Tie Plates
60 Lead

éTGurad Ranl Fla ;walyR %

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

S Y R—
63 Frog Plates

QYR

Bolts

64 Loose - N/A
65 Missing [ N/A
Rivets (Huck)

66 Loose £ NIA
67 Missing i) N/A
68 Nuts Missing <D NIA

69 Cotter Pins Missing CNIA™

70 WashersOK_Broken Missing

71 Hold Down Devices
@Y R N/A
72 Spnng Housmg

SY
73 Derails

S Y RONIA

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

(OKD Difference

75 Qondition of Line thru entire turnout
¢SY R



Page 3 of 3
Remarks

Yard: [JUSBESH Switch # [27A0 wo # 2075646

/z’{i/)/)q //.;;/"/,Ir/' 5 /’,"’t"} L} L’f d;i/"//./ L ,/"4"-)'; 2

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed by:




Work Order Tracking (Tr) Page 1 of 1

~fark QOrder Tracking {Tr) Bulletins: (1) & Go T

o P

Find Work Order RS ~ Select Action Mt & @D L F [ & g

List | Work Order % Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log Failure Reporting
H

Work Order. 2048697 ?METRO MOW ANNUAL SWITCH INSPECTION s
Clagsification: MTA\METRO P2

Classification Description: MTA - METRO

Asset: 1298007 X METRO MOW SWITCH 155 WABASH YD TRK 13 WEST  i..¢

Alias: WAB155
Location: CMWABYARD 2> Chain Marker Wabash Yard i3
Work Location; » 4

# Work Type: PM )
Status: APPR
Status Date: 08/26/15 02:09:34 PM
Reported By: MTACRON i
Phone:
Reported Date: 08/47/15 04:16:27 AM  [o,
On Behalf Of: e

Consist: 23 i

Year:
Manufacturer: oo 4
Model: v
Serial #:
Type: FLEET ', Fleet Assets
Status: OPERATING Operating

Asset Condition:
Address Information

Service Addrass: >3 (1 City:
Formatted Address: State/Province: Ly

Qirnnt AdAdrace:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=1752&csrftoken=10gbo6077h15... 8/26/2015



Switch Inspection Report/ Annual Page 1 of 3

vard [NGEESHNEREN Wo# 2048697

Date: Y-<$-15 Inspection Crew 4 ALY T CWASE I Legdnwesd
1 Location 22 Standard Joints
2 Switch 1.D. # 155 s Y RQAD
3 Facing Trailing 23 Switch Plates
&Y R N/A
Rail Points (V. 24 Adjustable Braces
4Pointto Point 5 ' "2 &)Y R N/A
5 Point Condition 25 Non-Adjustable Braces
©Y R S YR
6 Point Throw, nothing less than 4 3/4 inches Switch Rods
N__H 54 R__H 5 26 Front Rod
7 Point Opening . SYR
NS O 27 #1 Rod (Basket Rod)
8 Fit ¥ R NA
YR 28 #2 Rod
9 General Condition of the Points @Y R N/A
Y R 29 #3 Rod
Gage SYR
10 Heel of Switch 30 #4 Rod
a)Main_Zt ¥% s YR G
a) Turnout__ 56 V3 31 Closure Rail
11 Gage ahead of Bend__ 3L /- &N R NA
Must not be less than 56 inches or 32 Surface of Switch
more than 57 inches for "S" @Y R N/A
12 Heel Spread in Inches Using a 62' cord
a) Turnout__s ¥/ S= Up to 1" Max allowed Speed
a) Main__{p Y2 Y=1"to 1 1/2" 40 MPH
R=1 1/2" to 1 3/4" 12 MPH
Stock Rail Greater than 1 3/4" = Out of Service
13 Bend 33 Head Block ties
®YR 8\ YR
14 Condition 34 Switch Adjustments
®YR Yes (No)
35 Lubricatien
Bolts OK ﬁ
15 Loose___ ° N/A 36 Switch Target / Lamps
16 Missing__©___N/A OK Missing (N/A
37 Latches
Rivets (Huck Bolts) OK Broken_® Missing_¢
17 Loose___° N/A 38 Logks
18 Missing__ © N/A @Broken_wssing_‘
19 Cotter Pins missing__ 0 N/A 39 General Condition
20 Jam Nuts Loose 0____NIA A YR
21 Washers OK  Broken_¢ Missing o 40 Insulated Joints
&X R

Remarks on Page 3
JBW/WEM Mod. 09-15-08




Frog Inspection Report/ Annual Page 2 of 3

vard |NGEESENGE WO # 2048697

Inspection Crew: ™M ALLKS T cJASE G REENRW 0N

Date: q4-c-18

41 Location

42 Switch I.D. # ___| 18!
43 Facing Tr

)
iling
44 Frog Tread N SY
R SY
45 Frog # (c
46 Frog Point Condition
BYR
47 Condition of Frog
Y R
48 Surface of Frog

@YR

49 Throat in Inches 2 y'?—
50 Flangeway Depth {94
Flangeway Depth must not be less than 1 1/2"

R
R

Gage
51 Main Track___ 50 V4
Turnout Track__ Sl e
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N__ NP r oA
Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N___ NO R Wha
Back to Back must be less than 53 1/8"
54 Condition
YR
55 | ocation of Guard Rail (Relation to Point)
Y R

Guard Rail Clamps
56 Main Track NPT

57 Turnout Track
SXYR r"

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to
Class 2andgetsa Y

. .narks on page 3

Turnout Ties
58 Condition
Y R
59 Rail Movement
BYR
Tie Plates
60 Lead
B YR
61Gurad Rail Flangeway
SYR N_N®N R NW
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

8Y R

63 Frog Plates

(S3Y R
Bolts
64 Loose & N/A
65 Missing < N/A
Rivets (Huck)
66 Loose e N/A
67 Missing 3] N/A
68 Nuts Missing », N/A

69 Cotter Pins Missing 4 N/A
70 Washers OK Broken__ & Missing_¢)

71 Hold Down Devices
S Y REA

72 Spring Housing
SYR @

73 Derails

S YR IJA~

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to

"\beyond last long tie
K2 Difference

75, Condition of Line thru entire turnout
{ fg)v R



Page 3 of 3
Remarks |

Date : _9-$-~/§ Yard: [SUSEESH Switch # Il

155 wo# 2048697

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewe

/

"




Work Order Tracking (Tr) Page 1 of 1

~Work Order Tracking {Tr) Bulletins: {1} 2 Go Tv
Find Werk Order L e '~ Select Action - L%} ] 4 EL
List Work Order Plans Actuals Activities Measurements Axle Configuration Reiated Records Safety Plan Log Failure Reporting
Work Order: 2048665 ‘METRO MOW ANNUAL SWITGH INSPECTION il
Classification: MTA\METRO i

Classification Description; MTA - METRO

Asset: 1243385 ¥ METRO MOW SWITCH 19A WABASH YD ’;’RK 18 WEST i;:l_v
Alias: WAB19A
Location: CMWABYARD 2> Chain Marker Wabash Yard i1
Work Location: » ik
# Work Type: PM " '

Status: APPR
Status Date: 08/26/15 02:08:53 PM
Reported By: MTACRON

Phone:

Reported Date: 08/17/15 04:15:52 AM [T

On Behalf Of: S
Consist: 2z i
oo Asset Details = ¢
Year:
Manufacturer: 2 gﬂ:;g,
Model: )
Serial #:
Type: FLEET '_4 Fleet Assels
Status: OPERATING Operating

Asset Condition:
Address information

Service Address: e i+ City:
Formatted Address: State/Province: Lk

Cirant AdAdrnon:

=,

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=1 75§&csrﬁoken=10qbo607 7h15... 8/26/2015



Switch Inspection Report/ Annual Page 1 of 3

Date: Q-$-1%

1 Location
2 Switch 1.D. # AN
3 Facing Trauhng

Rail Points
4 Pointto Point 5! /%

Séjmt Condition

6 Point Throw, nothmg less than 4 3/4 inches
N__t 3y A
7 Point Opemng
N R_H
8 Fit
@Y R
9 General Condition of the Points
YR
Gage
10 Heel of Switch
a) Main__ 5l ‘/1,3/%
a) Turnout_4 (2
11 Gage ahead of Bend_V El v
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches
a) Turnout
a) Main

Stock Rait
13 Bend

Y R
14 Condition

(Y R

Bolts
15Loose  ©  N/A
16 Missing__ & N/A

Rivets (Huck Bolts)

17 Loose____ _ NI/A

18 Missing % N/A

19 Cotter Pins missing o N/A

20 Jam Nuts Loose J N/A ,
21 Washers OK  Broken__0_Missing_J

Yard [ICEESHNGIGNN WO# 2048665

Inspection Crew Mplev JTC\F48E W 6 LTV t\‘)ooo

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
&Y R NA

23 Switch Plates
&Y R NA

24 Adjustable Braces
8)Y R N/A

25 Non-Adjustable Braces
S Y Ré@)
Switch Rods

26 Front Rod
R N/A
27 #1 Rod (Basket Rod)
R N/A
28 #2 Rod
S)Y R N/A
29 #3 Rod
€)Y R N/A
30 #4 Rod
S YR
31 Closure Rail
Y R N/A
32 Surface of Switch
&> R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to11/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 Head Block ties
R
34 Switch Adjustments
Yes (No )
35 Lubrication
OK (Dry”
36 Switch Target / Lamps
OK Missing (NZB
37 Latches )
OK Broken © Missing—
38 Locks
Ok’ Broken_' _Missing
39 General Condition
Y R
40 Insulated Joints
YR




Frog Inspection Report/ Annual

Yard - | EESNER

Inspection Crew: p AL s "3 C\IASE

Date: -5 -1S

Page 2 of 3

WO # 2048665

w CcecerUoo

41 Location

42 Switch 1.D. #
43 Facing Tralllng
44 Frog Tread N SYR
R SYR
45 Frog #
46 Frpg Point Condition
SU/R

47 ondition of Frog

48 @rface of Frog

)
49 Throatin Inches____ 5 /2
50 Flangeway Depth____ 2
Flangeway Depth must not be less than 1 1/2"

Gage
81 Main Track iq(-" —)é b

Turnout Track__Alp  1/]6
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N_ 5% *8 r_ 54 Ve
Guard Rail Gage nust be | ss than 54 3/8"
54 BacktoBack N_ 52 RoBL s
Back to Back must be less than 53 1/8"
54 Condition
Y R
55 | ocation of Guard Rail (Relation to Point)
YR
Guard Rail Clamps
56 Main Track
Y R
57 Turnout Track
YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsayY
_.marks on page 3

Turnout Ties

58 Condition
O
59 Rail Movement
Y R

Tie Plates

60 L
sOr
61Gurad Rail Fl way
SYR N) ; R_2 Ve

Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

SYR
63.krog Plates

/Y R
Bolts
64 Loose o N/A
65 Missing (2 N/A
Rivets (Huck)
66 Loose &, N/A
67 Missing fae N/A
68 Nuts Missing = N/A

69 Cotter Pins Missing 2 N/A
70 Washers OK Broken___tO Missing_¢»

71 Hold Down Devices
S Y R(N/

72 Spring Housing
SYR®N

73 Derails

S Y R{N/A)

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie
OK  Difference__ NV

75 Condition of Line thru entire turnout
SJY R



Page 3 of 3
Remarks

Date : F-5-1& Yard: [SNEBESH Switch # [AGAN

WO # 2048665

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Afttention needed

R Immediate attention required or Out of Service




Work Order Tracking (Tr)

Work Order Tracking (Tr)

Find Work Order ) e

List Work Order Plans

Work Order:
Classification:
Classification Description:
Assget:

Alias:
Location:
Work Location:
# Work Type:
Status:

Status Date:
Reported By:
Phone:

Reported Date:

On Behalf Of:
Consist:
sset Detalls
Year:
Manufacturer;
Model:
Serial #:
Type: FLEET

Status: OPERATING

Asset Condition:

Address Information

Service Address:

Formatted Address:

Qérnnt Addracea:

Actuals

v Select Action

Activities

2048701
MTA\METRO
MTA - METRO
1298008 2

WAB139

Measurements

Axle Configuration

CMWABYARD 2> Chain Marker Wabash Yard

PM g
APPR
08/26/15 02:11:20 PM

MTACRON

08/17/15 04:16:30 AM [,

‘!, Fleet Assets

Operating

e

v

METRO MOW ANNUAL SWITCH INSPECTION

i

S et

Related Records

METRO MOW SWITCH 139 WABASH YD TRK 2 WEST

L @

Safety Plan
4
3
gt
!
¢
City:

State/Province:

R .

Page 1 of 1
Bulletins: (1) Go Tt
& "

Log Failure Reporting

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=1752&csrftoken=10qbo6077h15... 8/26/2015



Switch Inspection Report/ Annual Page 1 of 3

Date: q-§5-(s5

1 Location
2 Switch 1.D. # 139
3 Facing - Trailing ~

Rail Points
4 Pointto Point 52 I
5 Point Condition
S ©R
6 Point Throw, nothing less than 4 3/4 inches
N _37% R 3
7 Point Opening v
N S r__H
8 Fit
€Y R
9 General Condition of the Points
S R
Gage
10 Heel of Switch
a) Main_S(
a) Turnout
11 Gage ahead of Bend_5Ls Y%
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches
a) Turnout

a)Main__L %3

Stock Rail
13 Bend
YR
14 Cgondition
S R

Bolts )
15 Loose N/A
16 Missing S NA

Rivets (Huck Bolts)
17 Loose < N/A

18 Missing @) N/A

19 Cotter Pins missing O NA

20 Jam Nuts Loose O N/A

21 Washers OK  Broken__O_Missing_ ()

Yard [NGEESHNGREN WO# 2048701

Inspection Crew ™ ALeury i) 3 ¢ s s L € REEWWood)

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
¢)Y R NA
23 Switch Plates
BY R NA
24 Adjustable Braces
&Y R NA
25 Non-Adjustable Braces
SYR
Switch Rods
26 Front Rod
SYR
27 #1 Rod (Basket Rod)
R N/A
28 #2 Rod
R N/A
29 #3 Rod
S YR IA
30 #4 Rod
S YR (WA
31 Closure Rail
s\Y N/A
32 Surface of Switch
(8Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Qut of Service
33 Head Block ties
Y R
34 Switch Adjustments
Yes
35 Lubrication
Dry
36 Switch Target / Lamps
OK Missing ( N/A)
37 Latches
OK Broken_D Missing O
38 Locks
OK Broken_®Missing_o
39 General Condition
BY R
40 Insulated Joints
R




Frog Inspection Report/ Annual

Yard | EEESHNGR

M ALLLEAN) T e hAsE w QRJIENG0 0

Date: A8 ~ 1§ Inspection Crew:

Page 2 of 3

WO # 2048701

41 Location

42 Switch I.D. # ___ | 489
43 Facing Trailing
44 Frog Tread N SYR

R SYR
45 Frog# (g
46 Frog Point Condition
®Y R
47 Condition of Frog
Y R
48 Surface of Frog

B YR

'
49 Throatin Inches__ 2~ “%
50 Flangeway Depth____\/ 7/«
Flangeway Depth must not be less than 1 1/2"

Gage s 0
™ Main Track 5 (9 2

~ Turnout Track__ 3 (p #Y
Gage must not be less than 56" any Class

Guard Rails
53 Guard RailGage N__N*®& R N

Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N__xO"™ R N
Back to Back must be less than 53 1/8"
54 Condition
A)Y R
55 Location of Guard Rail (Relation to Point)
S¥RTT N -
Guard Rail Clamps
56 Main Track
Y R
§7 Turnout Track
‘ R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class2andgetsayY

~emarks on page 3

Turnout Ties

58 Condition

8 YR
59 Rail Movement

R
Tie Plates
60 Lead

&Y R
61Gurad Rail Flangewa

SYR N o0 yR A
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

S Y R— NA
63 Frog Plates
(¥R

Bolts

64 Loose a N/A
65 Missing ° N/A
Rivets (Huck)

66 Loose o N/A
67 Missing & N/A
68 Nuts Missing = N/A

69 Cotter Pins Missing ) N/A
70 Washers OK Broken___{d_Missing_ o

71 Hold Down Devices
S YR

72 Spring Housing
SYR

73 Derails -
S Y RN/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

OK  Difference__ N

75 Condition of Line thru entire turnout

@YR



Page 3 of 3
Remarks
Date : 9-S-1S Yard: [SNEBESH Switch # 39

WO # 2048701

SwiTel 3G n.g\w vignd L cvow closued  SI0E  waorn

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Reviewed




